T. 7. (vih)                        *>ATA oArroH DAMS IN INDIA.
wing wall, there was a doop pocket
wherein hard rock was not mot
with even at R. L. 521 '00.     Tho,
deep portion was filled with cement
concrete 1: 2|: 5 reinforced with
tram rails.   Again   on the dowB-
stream side of the core wall there
were two sucli pockets one of 10
feet close to the downstream face
of the dam and other of 30 feet
length and 20 feet width close to
the core wall.   Special considera-
tion was given to them and after
taking out the soft stuff from those
suspected pockets they were re-
filled with cement concrete 1: 2|: 5
with grills of tram rails.   The sup-
ply  of  materials   was   arranged
through local contractors and con-
veyance and construction done on
nominal muster rolls and job work.
The length of the dam w <s divided
into   two  sections and the cons-
truction of each portion was done
simultaneously.    The   dam   was
constructed in cement mortar upto
BJL 532-00 and above that to the
top, it was built in wrWii mortar.
As soon as the entire work of masonry
in foundations was completed, the
further construction of the dam was
handed over to the contracts.   In
January and February 1938, the top
of the dam was   completed in all
respects, i.e. the whole work was
completed in one year and   two
months.
Stones were got   from    the   two
hills at the ends of the dam and
sand from Gundala kamma river.
The sand was fairly clean.   Lime
was manufactured at site and sur-
tehi  was manufactured   from the
clay available in the fields in the
margins downstream the dam.
(2) Changes introduced in tite plans of
the dam and in the method of carry-
ing out the work